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High Power LED Spot Light 

7.5W/PAR30/LED/30SMT 

● Ideal for retail stores, hotels, restaurants, museums 
and art gallery lighting 

● High power LED optimizes light output 600 Lumens 
with only 7.5W energy consumption (Equivalent to 
75W halogen), providing 40,000 hours life time and 
up to 80% in energy savings compared to a stan-
dard halogen 

● No UV or IR Radiation 
● RoHS compliant 
● Low heat  

Electrical, Technical and Ordering Data 

Product Code Colour Color 
Temperature 

Light 
Output 

E380830CW Cool White 6700k 600Lumens 

E380830WW Warm White 3300k 480Lumens 

E380830R Red 610nm 600Lumens 

E380830Y Yellow 590nm 600Lumens 

E380830G Green 515nm 600Lumens 

E380830B Blue 460nm 420Lumens 

● Net weight: 250g 
● Dimensions: Φ124mm x 136mm 
● Beam angle: 90° 
● Base type: E27 
● Light source: LED 30SMT 
● Energy Consumption: 7.5W  

● Life Time: 40,000 Hours  
● Input Voltage: 85-260V AC 
● Body Temperature: <53 Centigrade  
● Working Temperature: -30~110 Celsius degree  
● Storage Temperature: -40~120 Celsius degree  
● Light Attenuation Quotient: 3%-5%/1Kh  

CAUTION: To avoid the risks of burn or other injury, turn power off and allow the lamp to fully cool before 
attempting to replace. Socket condition may affect lamp life. Inspect and replace socket if deterioration has 
occurred. Do not use this bulb with a dimmer otherwise the warranty void. 

CE & RoHS Certified 
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High Power LED Spot Light 

MR11/6LEDs 

● Ideal for retail stores, hotels, restaurants, museums 
and art gallery lighting 

● High power LED optimizes light output 80 Lumens 
with only 2W energy consumption (Equivalent to 
20W halogen), providing 40,000 hours life time and 
up to 80% in energy savings compared to a stan-
dard halogen 

● No UV or IR Radiation 
● RoHS compliant 
● Low heat  

Electrical, Technical and Ordering Data 

Product Code Colour Color 
Temperature 

Light 
Output 

E110206CW Cool White 6700k 80Lumens 

E110206WW Warm White 3000k 60Lumens 

E110206R Red 610nm 45Lumens 

E110206Y Yellow 590nm 45Lumens 

E110206G Green 515nm 60Lumens 

E110206B Blue 460nm 30Lumens 

E110206W Neutral White 5500k 80Lumens 

● Net weight: 20g 
● Dimensions: Φ35mm x 34mm 
● Beam angle: 90° 
● Base type: 2-pin G4 
● Light source: 6 LEDs 
● Energy Consumption: 150mA  

● Life Time: 40,000 Hours  
● Input Voltage: 8~25V DC / 12V AC 
● Body Temperature: <53 Centigrade  
● Working Temperature: -40~70 Celsius degree  
● Storage Temperature: -40~120 Celsius degree  
● Light Attenuation Quotient: 3%-5%/1Kh  

CAUTION: To avoid the risks of burn or other injury, turn power off and allow the lamp to fully cool before 
attempting to replace. Socket condition may affect lamp life. Inspect and replace socket if deterioration has 
occurred. Do not use this bulb with a dimmer otherwise the warranty void. 

CE & RoHS Certified 
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High Power LED Strip Light 

Flexible LED SMD Ribbon 
● Ideal for architectural decorative lighting, emergency hallway, 

backlighting,  cove lighting etc. 
● High power LED optimizes light output up to 106 Lumens per 

meter with only 2.4W energy consumption, providing up to 
100,000 hours life time (white one will be 40,000 hours) and 
up to 90% in energy savings compared to incandescent 

● No UV or IR Radiation 
● RoHS compliant– eco-friendly 
● Almost no heat—safe to touch 
● Easy to install—3M self adhesive tape on reverse 
● Maintenance free 
● No brittle parts, solid state, high shock / vibration resistant, 

light and good for shipping 
● The light ribbon can be cut part every 3-leds interval for design 

flexibility 
● Single color or RGB full colour 

Electrical, Technical and Ordering Data 
Product Code Colour Color 

Temperature 
Light  
Output per meter 

ES500CW Cool White 6700k 106Lumens 

ES500WW Warm White 3300k 90Lumens 

ES500R Red 610nm 54Lumens 

ES500Y Yellow 590nm 54Lumens 

ES500G Green 515nm 96Lumens 

ES500B Blue 460nm 36Lumens 

ES500RGB RGB  20Lumens 

ES500P Pink  30Lumens 

● Net weight: 38g/m 
● Dimensions: 2.5mm x 8mm (RGB is 10mm) 
● View angle: 120° 
● Supplied with red and black connecting wires 
● Light source: 60LEDs/m 
● Energy Consumption: 2.4W/m 

● Life Time: 40,000 Hours  
● Input Voltage: 12V DC only 
● Body Temperature: <53 Centigrade  
● Working Temperature: -30~110 Celsius degree  
● Storage Temperature: -40~120 Celsius degree  
● Light Attenuation Quotient: 3%-5%/1Kh  

CAUTION: Do not use this ribbon with dimmer. Input Voltage is 12V DC only. To cut this ribbon, has to 
follow the interval line (+/-) for every 3 leds. 

CE & RoHS Certified 

Indoor Use Only 
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LED Accessories 

E010010 
RGB Controller 12V DC 
w/ Remote Control 

Product Features 
● Working Temperature: -20~60 Celsius degree 
● In / Output Voltage: 12V DC 
● Dimension: 95x65x25mm 
● Connecting Mode: common anode 
● Recommended Current: 4A for each color 
● Maximum Current: 6A for each color 

E010020 
100~240V AC-12V DC 
Power Adapter 48w 

Remote Control 
Button A - Pattern Controller: press it once to change one pat-
tern, there are  total 12 patterns: 5 color changing and 7 static color. 
Button B - Speed up: press it once  to speed up color changing and 
regulate up the intensity of the static “Red”, “Green” & “Blue”. 
Button C - Speed down: press it once  to speed down color changing 
and regulate down the intensity of the static “Red”, “Green” & “Blue”. 
Button B - Power Switch:  press it once to turn on / off. 

E010030 
RGB Amplifier 

Indoor Use Only 

Diagram for ES500RGB 




